
POWER 
GENERATION

FACILITY (PGF)
RESOURCE

PRODUCTION
FACILITY (RPF)

Standard
Pressure

Crystallizer

Low
Pressure

Crystallizer

High Pressure
Separator

Flash
Tank

Primary
Clarifier

Secondary
Clarifier

Cooling
Tower

Brine
Ponds

Booster
Pumps

Main
Injection
Pumps

Injection Wells
225º

(Nominal)

Filter
Press

Solids to Monofill 

Seed Recycle Liquids

Turbine/Generator - 185 MW net

Power
Output to

Substation

Condensor

Production Wells
330-450 PSIG

440-500ºF
@ Wellhead
(Nominal)

Power
Generation

Brine Injection
Production

Wells & Pipelines

Brine/Steam
Handling

 Heat Rejection
System

High Pressure Steam

Standard Pressure Steam

Low Pressure Steam

Steam

Substation

Electrical Grid

Slurry

B
rin

e

Brine

Benzene
Reduction

H S Reduction2

NCG Removal 
System

Va
po

r
G

as
es

10
%

 o
f C

on
de

ns
at

e

B
ac

k 
F

lu
sh

 W
at

er

Biological
Oxidizer

90
%

 o
f C

on
de

ns
at

e
 (

m
ak

e-
up

 w
at

er
)

Note:  Process Flow Depicts Normal Operating Conditions.
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GEOTHERMAL POWER PRODUCTION FLOW

FIGURE 3.1-3
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Solids Handling
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